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PRODUCT NAME

Category 

Available Sizes

Available thickness

Base Finishing

Base Inclusions

Hardware Colour

Print Resolution

Reskin

OPTIONAL UPGRADES

Upgrade Material 

Finishing Options (and related application)

Hardware Options

Related Products

ARTWORK INFORMATION

Artwork Dimensions - Front + Back (W x H)

No. of Graphic Areas

Artwork Spec Sheet - Front Side

Artwork Spec Sheet - Back Side

USAGE INFORMATION

Ideal Applications

Key Benefits

Indoor/Outdoor Recommendation

PACKAGING & DELIVERY INFORMATION

Standard Turnaround Time

Max Size Before Join

Joining Availability

Packaged Dimensions (W x H x D)

Packaged Weight

Package Type

WARRANTY AND CARE INFORMATION

Warranty

Life expectancy

Mounting

Product Specifications

Alupanel

Alupanel

Custom Max: 1200mm x 2400mm

3mm

Base Material Direct print onto Aluminium Composite panel

Photographic quality

resistant to water and fading

trim to size

Alupanel print

N/A

720DPI

N/A

N/A

drill holes

N/A

N/A

Custom 

one (side A)

Care instructions Handle with care to avoid wear and tear

Professional Installation recommended on complex jobs

Ink: up to 36 months

outdoor signage, building signage, retail, offices, information singage

medium to long term use, water resistant and fade resistant

Indoor / Outdoor

5 days - Dispatch 6th

N/A

N/A

based on print size

based on print size

Bubble Wrap & Cardboard box

12 months
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