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PRODUCT NAME

Category 

Available Sizes (W x H)

Product Dimensions (W x H x D)

Base Finishing

Base Inclusions

Hardware Colour

Print Resolution

OPTIONAL UPGRADES

Upgrade Material 

Finishing Options (and related application)

Hardware Options

Related Products

ARTWORK INFORMATION

Artwork Dimensions - Front (W x H)

Artwork Dimensions - Back (W x H)

No. of Graphic Areas

Artwork Spec Sheet - Link

USAGE INFORMATION

Ideal Applications

Key Benefits

Indoor/Outdoor Recommendation

Shop fronts, Trade fairs, Markets, Car parks, POS, Promotions, Events, Street Signs, 

Warehouses, Exhibitions

Custom Size and Finishing, Water and UV resistant, 26 Hours Turnaround with Standard Finishing Options (daily 

capacity dependant), Indoor and Outdoor Use

Indoor and Outdoor

Sewn or Welded Edges with Eyelets

Sewn or Welded Ropes with Eyelets

Sewn or Welded Pockets 

Sewn 25mm Velcro Strip

Welded 25mm Truck Webbing

Kedar Edging

Wind Holes

Re-Inforced Corners and Eyelets

Anti-graffiti Coating

Extra Rope

Custom Finishing

Sail Track Frames for Kedar Edging, Banner A-frame

Double Sided Standard Resolution Vinyl, Banner A-frame

Vinyl

Custom

Trim to Size

N/A

Product Specifications

Outdoor Vinyl Banner

Base Material Vinyl 450GSM, 1000 Denier

Eco Solvent Ink

Water and UV Resistant

1

Side A: http://tinyurl.com/j5jtb97

Custom

N/A

Outdoor Vinyl Banner

Standard Sizes: 

1000mm x 500mm

1200mm x 900mm

1800mm x 900mm

2000mm x 1000mm

3000mm x 1000mm

3000mm x 1500mm

Custom Size:

Max size 20000mm x 3150mm Without Joins

N/A

360DPI Standard Resolution Print (recommended viewing distance from 2m+)

High resolution (Photographic Print Quality) Vinyl Banner
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PACKAGING & DELIVERY INFORMATION

Standard Turnaround Time

Max Size Before Join (W x H)

Joining Availability

Packaged Dimensions (W x H x D)

Packaged Weight

Package Type

WARRANTY AND CARE INFORMATION

Warranty

Life Expectancy

Minimum Artwork Resolution 150DPI

Cleaning with Soap and Water suitable (no harsh solvents or chemicals)

1 year

If eyelets are selected, utilise all eyelets to reduce wear and tear

Professional Installation recommended for complex jobs 

Wind holes recommended for outdoor use

Reinforced corners with eyelets recommended for banners over 5 metres

Rolled on Cardboard Tube with External Protection 

(may be folded prior to rolling for transportation purposes)

Based on banner size

Based on banner size

3 Business Days - Dispatch or Pick Up on the 4th day

Ink: Up to 36 months

20000mm x 3150mm 

Welded Join with 25mm Overlap or 50mm Overlap

Care Instructions
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