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PRODUCT NAME

Category 

Available Sizes

Base Finishing

Base Inclusions

Hardware Colour

Print Resolution

Reskin

OPTIONAL UPGRADES

Upgrade Material 

Finishing Options (and related application)

Hardware Options

Related Products

ARTWORK INFORMATION

Artwork Dimensions - Front + Back (W x H)

No. of Graphic Areas

Artwork Spec Sheet - Front Side

Artwork Spec Sheet - Back Side

USAGE INFORMATION

Ideal Applications

Key Benefits

Indoor/Outdoor Recommendation

PACKAGING & DELIVERY INFORMATION

Standard Turnaround Time

Max Size Before Join

Joining Availability

Packaged Dimensions (W x H x D)

Packaged Weight

Package Type

WARRANTY AND CARE INFORMATION

Warranty

Life expectancy

Product Specifications

Backlit Vinyl

12 months

sailtrack frames for kedar edging

N/A

Lightbox, billboard light displays, backlit displays

water and fade resistant, durable vinyl, custom size, 2m + veiwing distance

Indoor / Outdoor

3 days - Dispatch on the 4th

Trim to size

Vinyl print

Backlit Vinyl

lightbox

Base Material 

based on vinyl size

Custom Max: 3150mm x 20000mm

600GSM durable Vinyl

Standard resolution

4 colour digital print solvent Ink

N/A

2m + veiwing distance

UV + water resistant

360DPI

N/A

N/A

Care instructions

6mm kedar rope edging

N/A

N/A

based on vinyl size

Ink: Up to 36 months

Cleaning with Soap and Water suitable (no harsh solvents or chemicals)

Professional Installation recommended for complex jobs

ONE (Side A)

custom

Packaging is rolled around cardboard core and packaged in zip tied orange heavy duty polymer bag

Minimum Artwork Resolution 150DPI

Page 1 of 1


