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PRODUCT NAME

Category 

Available Sizes

Standard Finishing

Print Resolution

Die Cut Available

Related Products

ARTWORK INFORMATION

Artwork Dimensions - Front (W x H)

Artwork Dimensions - Back (W x H)

No. of Graphic Areas

Artwork Spec Sheet Link

Minimum Artwork Resolution

USAGE INFORMATION

Ideal Applications

Key Benefits

Indoor/Outdoor Recommendation

PACKAGING & DELIVERY INFORMATION

Standard Turnaround Time

Packaged Dimensions (W x H x D)

Packaged Weight

Package Type

WARRANTY AND CARE INFORMATION

Warranty

Life Expectancy Ink: Up to 36 Months

Care instructions Installation by a professional recommended

No Lamination required

Suitable for most clean and flat surfaces (glass or transparent surfaces)

We advise for installation to add 10mm bleed all around to allow for variations

3 Business Days - Dispatch or Pick Up on the 4th day

Based on Sticker Size

Based on Sticker Size

Rolled and Packed in a Cardboard Tube

1 Year 

Base Material Eco Solvent Ink

Water & UV Resistant

0.18mm Thickness

Backed With White SAV

Trim to Size

720DPI Photographic Quality

Indoor and Outdoor Use

Custom

N/A

1

http://tinyurl.com/j5jtb97

Glass Surfaces, Retail Windows and Glass Doors

Ensures Print Protection and Weather Proof, Custom Size, Resistant to Fading, Photographic Quality, White 

Backing

N/A

Yes

Stickers

Custom Size: 

Min: 100mm x 100mm

Max: 5000mm x 1300mm

 150DPI
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